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Manufacturer’s sole liability and buyer’s exclusive remedy in 
contract, tort (including negligence), or under any other theory 
against manufacturer regarding the product and its use shall 
be, at manufacturer’s discretion, the replacement or repair of 
the product, or the refund of the purchase price and paid by 
buyer for non-conforming product.  In no event shall 
manufacturer’s liability arising out of this limited warranty or 
any other claim related to the manufacturer’s products exceed 
the amount paid for the product by buyer at the time of the 
original purchase.  In no event shall manufacturer be liable for 
lost profits, the cost of substitute equipment or labor, property 
damage, or other special, consequential, or incidental damages 
based upon any claim for breach of contract, improper 
installation, negligence, or other claim, even if manufacturer 
or a manufacturer’s representative has been advised of the 
possibility of such damages.  Manufacturer shall have no 
further obligation or liability with respect to the product or its 
sale, operation and use, and manufacturer neither assumes nor 
authorizes the assumption of any other obligation or liability 
in connection with such product.  

This Limited Warranty defines specific legal rights. You may 
have other legal rights which vary from jurisdiction to 
jurisdiction. Some jurisdictions do not allow the exclusion or 
limitation of incidental or consequential damages.

LIMITATION OF LIABILITYMANUFACTURER WARRANTY

Manufacturer warrants that on the date of purchase this 
product will conform to Manufacturer’s specifications for this 
product (which are available from the Manufacturer upon 
request). This Limited Warranty extends for Sixty (60) months 
from the date of purchase. 

Damage to parts or products resulting from tampering, 
accident, abuse, misuse, negligence, unapproved 
modifications, fire or other hazard; improper installation or 
operation; or not being maintained in accordance with the 
maintenance procedures set forth in manufacturer’s 
installation and operating instructions voids this limited 
warranty.  

Manufacturer makes no other warranties, express or implied.  
The implied warranties for merchantability, quality or fitness 
for a particular purpose, or arising from a course of dealing, 
usage or trade practice are hereby excluded and shall not 
apply to the product and are hereby disclaimed, except to the 
extent prohibited by applicable law.  Oral statements or 
representations about the product do not constitute 
warranties.  

Failure to install or use this product according to manufacturer’s 
recommendations may result in property damage, serious 
bodily/personal injury, and/or death to you and those you are 
seeking to protect!

Do not install and/or operate this safety product unless 
you have read and understand the safety information 
contained in this manual. 

1 Proper installation combined with operator training in the use, 
care and maintenance of emergency warning devices are 
essential to ensure the safety of emergency personnel and the 
public. 

2 Emergency warning devices often require high electrical 
voltages and/or currents. Exercise caution when working with 
live electrical connections. 

3 This product must be properly grounded. Inadequate 
grounding and/or shorting of electrical connections can cause 
high current arcing, which can cause personal injury and/or 
severe vehicle damage, including fire. 

4 Proper placement and installation is vital to the performance 
of this warning device. Install this product so that output 
performance of the system is maximized and the controls are 
placed within convenient reach of the operator so that s/he can 
operate the system without losing eye contact with the roadway. 

WARNING

5 It is the responsibility of the vehicle operator to ensure daily 
that all features of this product work correctly. In use, the 
vehicle operator should ensure the projection of the warning 
signal is not blocked by vehicle components (i.e. open trunks or 
compartment doors), people, vehicles or other obstructions. 

6 The use of this or any other warning device does not ensure all 
drivers can or will observe or react to an emergency warning 
signal. Never take the right-of-way for granted. It is your 
responsibility to be sure you can proceed safely before entering 
an intersection, driving against traffic, responding at a high rate 
of speed, or walking around traffic lanes.

7 This equipment is intended for use by authorized personnel 
only. The user is responsible for understanding and obeying all 
laws regarding emergency warning devices. Therefore, the user 
should check all applicable city, state, and federal laws and 
regulations. The manufacturer assumes no liability for any loss 
resulting from the use of this warning device. 

8 This product may contain high intensity LEDs, staring directly 
into these lights could result in temporary and/or permanent 
vision impairment.

Disconnect the battery before wiring up the lightbar, to prevent 
accidental shorting, arcing and/or electrical shock.

CAUTION

TROUBLESHOOTING

All lightbars and EZ1404 LED Stop-Tail-Indicator modules are 
thoroughly tested prior to shipment. However, should you 
encounter a problem during installation or during the life of the 
product, follow the manual included with your Axios lightbar 
chassis, or at www.axiosmodular.com for troubleshooting and 
repair information. If the problem cannot be rectified using the 
solutions given below, additional information may be obtained 
from the manufacturer: ECCO. 

ECCO Americas
1-800-635-5900

1 Both or all of the lights do not function
It could be a blown fuse.  Check the wiring and/or replace the 
fuse.  It may not have power, so check to see if the vehicle STI 
lights function properly.  It could be a failed STI module.  If this is 
the case, make sure that the STI module is plugged in properly 
and/or replace the STI LED module.  

2 One light does not function
It could be a failed LED module or central control board.  Plug a 
working module into the chassis.  If problem continues, contact 
your local Axios distributor, or the manufacturer for warranty 
repair or replacement.  

Occasional cleaning of the EZ1404 LED Stop-Tail-Indicator 
module lenses will ensure optimum light output. Take care 
when cleaning lenses – although tough, acrylic can scratch. 
Disconnect power from lightbar, remove the Axios lightbar 
lenses and then remove the EZ1404 LED Stop-Tail-Indicator 
module from Axios lightbar. Clean the lens with mild soap and 
water or a lens polish using a soft cloth. Do not use solvents as 
they may damage the acrylic. Do not subject the EZ1404 to 
high-pressure washers or automatic car washers.

OPTIONS & MAINTENANCE

ECCO Europe
+44 (0)113 237 5340

ECCO Asia Pacific
+61 (0)3 63322444

INSTALLATION

Plug 6-wire adapter cable provided 
with Junction Box (EZ1412) in EZ1412 
and connect to vehicle wiring system.

Brown   Auxiliary Out
Yellow   Right Turn
Green   Tail
Black   Left Turn
Blue   Stop
White   Sync 

Note:  Brown and white wires are not 
used for the STI module.   

To meet ECE R6 and R7, place one (1) Stop-Tail-Indicator 
module at each of two (2) allowable rear facing locations with 
integrated connectors.  

To reattach the lens, reverse steps 1-3. 

intended for use with the Axios™ Modular LED Lightbar System. 
The Stop-Tail-Indicator module provides rear facing brake light, tail 
light, and turn signal functions with ECE R6 and R7 compliance.  
Featuring durable aluminum and polycarbonate construction, the 
Stop-Tail-Indicator module is easily installed via the Axios lightbar’s 
DropLock™ power rail system.  

MODULAR

STOP-TAIL-INDICATOR


